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IMPORTANT INFORMATION

We dedicate considerable time to ensure that our
products provide the highest level of customer 
satisfaction. If, however service is required, your
dealer can provide you with a list of qualified service
agents. For your own protection, never return 
merchandise for credit without our approval.

We thank you for selecting a Quick Chill product 
and assure you of our continuing interest in 
your satisfaction.

IMPORTANT WARRANTY INFORMATION

A Warranty card is enclosed that must be filled out
and mailed to the Quick Chill distributor in order to
register the warranty. If the card is not returned to the
distributor, the warranty period will begin from the
date the equipment is shipped from the factory.

Permanently mount the enclosed Warning/Safety
instruction label in a visible location near the CO2 

regulator.

MODEL NOS.
PP50
PP150
PP300
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DIMENSIONS – Inches (mm)
Length “A” 28” (714) 28” (610) 28” (610)
Width “B” 213⁄4” (554) 213⁄4” (554) 213⁄4” (554)
Height “C” 163⁄4” (427) 163⁄4” (427) 163⁄4” (427)
A minimum of two inches of clearance should be allowed around the entire unit for proper performance.
Additional clearance should be considered for above and in front of the unit for serviceability.

ELECTRICAL Voltage 120V 120V 120V
Frequency 60 Hz 60 Hz 60 Hz
Phase 1Ø 1Ø 1Ø

PLUG (NEMA) 5-15P 5-15P 5-20P
AMPS 5.3 10.5 12.5
COMPRESSOR UNIT H.P. 1⁄5 H.P. 1⁄3 H.P. 1⁄2 H.P.
EVAPORATOR RATING @ 1600 2550 380020° F (BTUH)
HEAT REJECTION (MAX) 2850 4080 6080
REFRIGERANT R-134a R-134a R-134a
SHIPPING WEIGHT (LBS) 105 120 125
MAX. FOOTAGE IN SYSTEM* 50 ft. 150 ft. 300 ft.
CIRCULATING PUMP 70 GPH/80PSIG
RESERVOIR CAPACITY 1.0 Gal. 1.0 Gal. 1.0 Gal.
REFRIGERATION Constant Pressure Expansion Valve, Condensing Unit with Service Valves.
REFRIGERANT CHARGE 4.5 oz./128g 10.0 oz./284g 10.0 oz./284g
GLYCOL CONCENTRATION 33% 33% 33%
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POWER PAK NO. PP50 PP150 PP300

MODEL NUMBERS

SPECIFICATIONS

* Based on normal ambient conditions, 3⁄4” wall insulation.

Form No. Z2220QC
Rev. 11.28.03 



3

General Information – Quick Chill Power Paks

Accessories

Power Pak Racks C214998-SS   2-Tier Power Pak Stand

Power Pak Wall Mounting Brackets WB08 - Wall Bracket

Coolant Solution-63299-1 One gallon Coolant solution, 
33% DowFrost HD/67% Distilled Water.
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Product Description

Power Paks have always been an integral part of a
beer system. The Quick Chill Power Pak product
line has been expanded to satisfy longer beer runs.
A Power Pak circulates coolant solution (food grade
propylene glycol with distilled water) from the walk-
in cooler to the dispensing station(s) and back,
maintaining the desired dispensing temperature at
the faucet. The Quick Chill Power Paks incorporate
a 1⁄4 hp sleeve bearing motor with a 70 gallon 
per hour 80 psig positive displacement pump for
optimum performance. The Quick Chill Power Pak 
product line employs a direct expansion form of
refrigeration increasing the units’ efficiency as well
as making the units more compact. 
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Installation – Quick Chill Power Paks

Important Safety Warnings!!

■ Follow all national and regional codes. 
■ Read installation and operating instructions 

carefully before attempting to install, 
operate or maintain the product.

■ Protect yourself and others by observing all 
safety information.

■ Electrical hazards exist and can cause 
injuries if not serviced by properly trained 
personnel.

■ Failure to comply with instructions could 
result in personal injury and/or property 
damage!

■ Retain instructions for future reference.
■ Never operate the circulating pump without 

coolant in the reservoir.

NOTE: Air-cooled Power Paks must be 
installed in areas with adequate 
ventilation to maintain ambient 
temperatures between 65° F   
and 95°F to achieve optimum 
performance and satisfy warranty 
requirements.

Installing the Power Pak

Prior to installing a Quick Chill Power Pak,
ensure that the electrical service to power the
Power Pak will handle the load requirements. 

All Models

■ Determine the ideal placement of the Power
Pak. Locate the connection point to the trunk
housing and place the Power Pak as close to
this point as possible. (NOTE: If the Power Pak
is to be located on top of a walk-in cooler, it is
imperative that proper ventilation is provided to
prevent system failure due to overheating.
Inadequate ventilation will void warranty.)

■ Place the Power Pak and ensure that it is level.
REMINDER: Allow a minimum of two inches dis-
tance on the louvered ends of the cabinet for
proper airflow. Allow accessibility room on the
top of the cabinet as well as the front of the cab-
inet for serviceability.

■ Remove the reservoir access panel and reser-
voir cap.

■ Ensure Power Switches for Condensing Unit
and pump(s) are in the OFF position. Make the
electrical connections per the illustrations.
NOTE: Electrical circuit should be a dedicated
circuit for use only with the Power Pak. The 
circuit should be sized in accordance with the
electrical requirements of each unit as well as in
compliance with all National and Local Codes.
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